










SPT

-4°F TO 149°F

CPT

-4°F TO 122°F

SBL

-4°F TO 140°F

BEAM  
ANGLECPT CPT*SPTSBL

OFF-GRID PATHWAY LIGHT

PART # COMPARES TO LUMENS FLEXCOLOR DIMENSIONS EPA LISTINGS

SL-CPT-30L-FC-BK-G2
150W 3000 3000K/4000K/5000K 18.5 IN x 17.3 IN 1.0   

SL-CPT-30L-FC-DB-G2

OPERATING MODES
SEE PAGES 68 + 69 FOR POLE RECOMMENDATIONS

 CONSTANT BRIGHTNESS |   TIMER |   MOTION SENSING

SPT

32°F 
TO 

149°F

SBL

32°F 
TO 

149°F

CPT

-4°F 
TO 

122°F
12 3630

FIXTURE OPERATING TEMPBATTERY CHARGE TEMPBATTERY LIFEBATTERY CHARGE TIME

SOLERA SOLAR  / OFF-GRID * BASED ON 2HR + SENSOR MODE

IMPROVE PEDESTRIAN SAFETY... THREE UNIQUE MODELS, PERFECT FOR PATHWAYS, PIERS AND MORE...

7
HRS

REPLACEABLE 
BATTERY

100,000hrs
RATED LIFE

L70

50,000hrs
RATED LIFE

L70

SPT

7
HRS

SBL

6
HRS

  BLACK    DARK BRONZE

OFF-GRID BOLLARD LIGHT

PART # COMPARES TO LUMENS FLEXCOLOR DIMENSIONS LISTINGS

• SL-SBL-5L-FC-BK-G2
40W HALOGEN 500 3000K/4000K/5000K/AMBER 10.0 IN x 42.0 IN   

• SL-SBL-5L-FC-DB-G2

OPERATING MODES

  DUSK TO DAWN   |     MOTION SENSING

BOLLARD + POST TOPS
10

OFF-GRID POST TOP LIGHT

PART # COMPARES TO LUMENS         CCT DIMENSIONS EPA LISTINGS

SL-SPT-20W-30K-SF-G2
150W HID 2000

3000K
16.0 IN x 32.0 IN 2.2   

SL-SPT-20W-40K-SF-G2 4000K

OPERATING MODES
SEE PAGES 16 + 17 FOR POLE RECOMMENDATIONS

 DUSK TO DAWN   |    TIMER   |    MOTION SENSING



OFF-GRID MULTIFUNCTIONAL FLOOD LIGHT

PART # COMPARES TO LUMENS CCT DIMENSIONS LISTINGS

SL-SMFL-10W-40K-BK-G1 70W HID 1100 4000K 9.1 IN x 6.5 IN (LIGHT)  /  13.6 IN x 9.3 IN (PANEL)   

OPERATING MODES

    CONSTANT BRIGHTNESS   |    TIMER   |     MOTION SENSING

REPLACEABLE 
BATTERY

REPLACEABLE 
BATTERY

BATTERY  
CHARGE TEMP

32°F 
TO 

140°F

BATTERY  
CHARGE TEMP

32°F 
TO 

115°F

BATTERY LIFE

24

BATTERY LIFE

50

OPERATING TEMP

-4°F  TO 140°F

OPERATING TEMP

-4°F  TO 140°F

50,000hrs
RATED LIFE

L70

50,000hrs
RATED LIFE

L70

BEAM ANGLE

90°

BEAM ANGLE

120° 8
HRS

BATTERY 
CHARGE TIME

8
HRS

BATTERY 
CHARGE TIME

SOLERA SOLAR  / OFF-GRID 

ADJUSTABLE – LIGHT EXACTLY WHERE YOU NEED IT... PUBLIC SAFETY. LOW MAINTENANCE...

FLOOD + MULTIFUNCTIONAL LIGHTS

USE LIGHT ENGINE 
AS A POWER BANK 
W/ USB PORT

16 FT CABLE CONNECTS PANEL AND LIGHT ENGINE

OFF-GRID FLOOD LIGHT

PART # COMPARES TO LUMENS CCT DIMENSIONS ADJ HEIGHT LISTINGS

SL-SFL-20W-40K-BK-G2 150W HID 2000 4000K 26.0 IN x 11.0 IN  
(PANEL w/ LIGHT) 16 IN TO 21 IN   

ACCESSORIES OPERATING MODES

RP-SFL-MS-G1* (GARDEN STAKE)  CONSTANT BRIGHTNESS   |    TIMER

* GARDEN STAKE IS AN ACCESSORY AND IS SOLD SEPARATELY
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   MAGNETIC MOUNTING

OFF-GRID FLEXCOLOR WALL PACK

PART # COMPARES TO LUMENS  FLEXCOLOR DIMENSIONS LISTINGS

      SL-SWL-16L-FC-BK-G3
100W HID 1600 3000K/4000K/5000K 13.0 IN X 12.0 IN X 5.0 IN   

  SL-SWL-16L-FC-BK-G3-M

OPERATING MODES

 CONSTANT BRIGHTNESS   |     MOTION SENSING

BATTERY  
CHARGE TEMP

-4°F 
TO 

140°F

BATTERY LIFE

25

OPERATING TEMP

-40°F  TO 140°F

50,000hrs
RATED LIFE

L70

BEAM ANGLE

120°7
HRS

BATTERY 
CHARGE TIME

REPLACEABLE 
BATTERY

BATTERY  
CHARGE TEMP

32°F 
TO 

113°F

BATTERY LIFE

24

OPERATING TEMP

-4°F  TO 140°F

50,000hrs
RATED LIFE

L70

BEAM ANGLE

120°8
HRS

BATTERY 
CHARGE TIME

SOLERA SOLAR  / OFF-GRID 

COLOR

DISPLAY + WALL PACK LIGHTS

...ALL-IN-ONE DESIGN BUILT TO WITHSTAND COLD CLIMATES...

OPTIONAL 
CLAMP 
MOUNT 
BRACKET 
AVAILABLE

SURFACE 
MOUNT  
BRACKET 
INCLUDED

ADJUSTABLE AND  
DETACHABLE PANEL  
W/ A 6 FT CORD

MAKE IT MAGNETIC

OFF-GRID DISPLAY LIGHT

PART # COMPARES TO LUMENS CCT DIMENSIONS LISTINGS

SL-SDL-4FT-40K-BK-G2 150W HID 2000 4000K 47.2 IN x 4.3 IN x 4.3 IN   

ACCESSORIES OPERATING MODES

RP-SDL-BK-LB (7 IN CLAMP MOUNT BRKT (2 PK))   CONSTANT BRIGHTNESS   |    TIMER
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PART # MOUNTING HT (80) (90) (100) (120) SHAFT DIAMETER WALL THICKNESS (ga) ANCHOR BOLT DIA BOLT CIRCLE PRODUCT(S)

ROUND STRAIGHT | ANCHOR BASE

SL-RSP-8-3-11-AB-XX-YY 8 FT 11.2 8.4 6.2 3.7

3.0 IN

11 0.75 IN 8.5 IN

   
SL-RSP-10-3-11-AB-XX-YY 10 FT 9.0 6.7 5.0 3.0    

SL-RSP-12-3-11-AB-XX-YY 12 FT 6.9 5.0 3.9 2.1       

SL-RSP-14-3-11-AB-XX-YY
14 FT

5.5 3.9 2.9 1.4    

SL-RSP-14-4-11-AB-XX-YY 11.7 8.9 7.1 4.0

4.0 IN

      

SL-RSP-16-4-11-AB-XX-YY 16 FT 9.0 6.8 5.3 2.9    

SL-RSP-18-4-11-AB-XX-YY 18 FT 7.1 5.2 4.0 2.2    

SL-RSP-20-4-11-AB-XX-YY 20 FT 5.6 4.1 3.1 1.7

SL-RSP-25-5-11-AB-XX-YY
25 FT

6.7 5.0 3.7 2.0

5.0 IN
SL-RSP-25-5-7-AB-XX-YY 12.0 9.2 7.5 4.2 7 1.00 IN 10.0 IN    

SL-RSP-30-5-11-AB-XX-YY
30 FT

4.0 2.8 2.0 N/A 11 0.75 IN 8.5 IN

SL-RSP-30-5-7-AB-XX-YY 7.9 6.6 4.8 2.7 7 1.00 IN 10.0 IN
SQUARE STRAIGHT | ANCHOR BASE

SL-RPSQ-10-4-11-AB-XX-YY 10 FT 25.7 20.8 16.8 11.8

4.0 IN
11

0.75 IN
8.5 IN

   
SL-RPSQ-12-4-11-AB-XX-YY 12 FT 20.5 16.6 13.4 9.4       

SL-RPSQ-14-4-11-AB-XX-YY 14 FT 16.6 13.5 10.9 7.7    

SL-RPSQ-15-4-11-AB-XX-YY 15 FT 15.1 12.3 9.8 7.0          

SL-RPSQ-16-4-11-AB-XX-YY 16 FT 13.6 11.0 8.9 6.3    

SL-RPSQ-18-4-11-AB-XX-YY 18 FT 11.1 9.0 7.2 5.1    

SL-RPSQ-20-4-11-AB-XX-YY

20 FT

9.0 7.3 5.9 4.2

SL-RPSQ-20-4-7-AB-XX-YY 15.9 12.5 10.1 7.1 7    

SL-RPSQ-20-5-11-AB-XX-YY 16.0 12.9 10.4 7.4
5.0 IN

11
11.0 IN

   

SL-RPSQ-20-5-7-AB-XX-YY 26.4 21.3 17.2 12.1 7 1.00 IN    

SL-RPSQ-25-4-11-AB-XX-YY

25 FT

4.1 3.3 2.6 1.8
4.0 IN

11

0.75 IN
8.5 IN

SL-RPSQ-25-4-7-AB-XX-YY 9.7 7.8 6.3 4.5 7

SL-RPSQ-25-5-11-AB-XX-YY 8.5 6.9 5.6 4.0
5.0 IN

11
11.0 IN

SL-RPSQ-25-5-7-AB-XX-YY 17.5 14.2 11.4 8.1
7 1.00 IN

   

SL-RPSQ-25-6-7-AB-XX-YY 27.5 22.3 18.0 12.6 6.0 IN 11.5 IN    

SL-RPSQ-30-5-11-AB-XX-YY

30 FT

4.2 3.4 2.7 1.9
5.0 IN

11 0.75 IN
11.0 IN

SL-RPSQ-30-5-7-AB-XX-YY 10.6 8.6 6.9 4.9
7 1.00 IN

SL-RPSQ-30-6-7-AB-XX-YY 17.9 14.5 11.7 8.3 6.0 IN 11.5 IN       

XX = MOUNTING OPTION, T2 = 2 3/8 IN TENON, T2.5 = 2 7/8 IN TENON, T3 = 3 IN TENON          YY = FINISH COLOR, BK = BLACK, DB = DARK BRONZE, GR = GRAY

MAX EPA
PART # MOUNTING HT TOTAL HT (80) (90) (100) (120) SHAFT DIAMETER WALL THICKNESS (ga) PRODUCT(S)

ROUND STRAIGHT | DIRECT BURIAL

SL-RSP-8-3-11-EMB-XX-YY 8 FT 11 FT 11.2 8.4 6.2 3.7 3.0 IN

11

   
SL-RSP-10-4-11-EMB-XX-YY 10 FT 13 FT 9.0 6.7 5.0 3.0

4.0 IN

   

SL-RSP-12-4-11-EMB-XX-YY 12 FT 15 FT 6.9 5.0 3.9 2.1       

SL-RSP-14-4-11-EMB-XX-YY 14 FT 18 FT 11.7 8.9 7.1 4.0       

SL-RSP-16-4-11-EMB-XX-YY 16 FT 20 FT 9.0 6.8 5.3 2.9

SL-RSP-18-5-11-EMB-XX-YY 18 FT 22 FT 7.1 5.2 4.0 2.2

5.0 IN

SL-RSP-20-5-7-EMB-XX-YY
20 FT 24 FT

16.4 12.6 10.0 6.6 7       

SL-RSP-20-5-11-EMB-XX-YY 9.0 7.3 5.9 4.2
11

SL-RSP-25-5-11-EMB-XX-YY
25 FT 30 FT

6.7 5.0 3.7 2.0

SL-RSP-25-5-7-EMB-XX-YY 12.0 9.2 7.5 4.2 7    
SQUARE STRAIGHT | DIRECT BURIAL

SL-RPSQ-10-4-11-EMB-XX-YY 10 FT 13 FT 25.7 20.8 16.8 11.8

4.0 IN
11

   
SL-RPSQ-12-4-11-EMB-XX-YY 12 FT 15 FT 20.5 16.6 13.4 9.4       

SL-RPSQ-14-4-11-EMB-XX-YY 14 FT 18 FT 16.6 13.5 10.9 7.7    

SL-RPSQ-15-4-11-EMB-XX-YY 15 FT 19 FT 15.1 12.3 9.8 7.0          

SL-RPSQ-16-4-11-EMB-XX-YY 16 FT 20 FT 13.6 11.0 8.9 6.3    

SL-RPSQ-18-4-11-EMB-XX-YY 18 FT 22 FT 11.1 9.0 7.2 5.1    

SL-RPSQ-20-4-11-EMB-XX-YY

20 FT 24 FT

9.0 7.3 5.9 4.2

SL-RPSQ-20-4-7-EMB-XX-YY 15.9 12.5 10.1 7.1 7    

SL-RPSQ-20-5-11-EMB-XX-YY 16.0 12.9 10.4 7.4

5.0 IN

11    

SL-RPSQ-20-5-7-EMB-XX-YY 26.4 21.3 17.2 12.1 7    

SL-RPSQ-25-5-11-EMB-XX-YY

25 FT 30 FT

8.5 6.9 5.6 4.0 11

SL-RPSQ-25-5-7-EMB-XX-YY 17.5 14.2 11.4 8.1

7

      

SL-RPSQ-25-6-7-EMB-XX-YY 27.5 22.3 18.0 12.6 6.0 IN    

SL-RPSQ-30-5-7-EMB-XX-YY
30 FT 35 FT

10.6 8.6 6.9 4.9 5.0 IN

SL-RPSQ-30-6-7-EMB-XX-YY 17.9 11.7 8.3 8.3 6.0 IN       

XX = MOUNTING OPTION, T2 = 2 3/8 IN TENON, T2.5 = 2 7/8 IN          YY = FINISH COLOR, BK = BLACK, DB = DARK BRONZE, GR = GRAY

MAX EPA

 	 OFF-GRID POST TOP LIGHT (SL-SPT)    

 	 OFF-GRID PATHWAY LIGHT (SL-CPT)

 	 OFF-GRID ALL-IN-ONE AREA LIGHT (SL-AIO-40L)

 	� OFF-GRID ALL-IN-ONE AREA LIGHT (SL-AIO-70L)

 	 OFF-GRID AREA LIGHT (SL-SAL-60L)  

 	� OFF-GRID AREA LIGHT (SL-SAL-100L)

 	� INTELLIGENT MODULAR AREA LIGHT (SL-MA1/SL-MA2)

 	� INTELLIGENT MODULAR DECORATIVE LIGHT (SL-MD1)

POLE OFFERING
16
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CORPORATE HQ & TRAINING CENTER •  CARY, IL   |   INNOVATION & MANUFACTURING CENTER •  Middleton, MA 
847.380.3540 • led-llc.com •  sales@led-llc.com  


