
FIXTURESSCREW-IN RETROFITS SOLAR

WALL PACKS THREE WAYS W/ FLEXCOLOR.. .



switch  
between  

color  
temps 

via a  
switch on  
or inside 
the unit

3000K 4000K 5000K



SCREW-IN RETROFITS

              ENCLOSED FIXTURES        ACTIVE COOLING        SURGE PROTECTION         -40°F TO 122°F OPERATING TEMP

110W	�LED-8090-G4 
REPLACES 400W 
EX39 BASE 
3000/4000/5000K	

 �277/480V MODEL 
AVAILABLE

80W	� LED-8089-G4 
REPLACES 250W 
EX39 BASE 
3000/4000/5000K

50W	� LED-8088-G4 
REPLACES 175W 
E26 OR EX39 BASE 
3000/4000/5000K

	30W	� LED-8087-G4 
REPLACES 100W 
E26 OR EX39 BASE 
3000/4000/5000K

rotatable bases —
to direct lumens
out of the fixture



FIXTURES

classic designs —  
w/ rugged aluminum  
& glass construction

              EASY INSTALL        IP65 RATED         BUILT IN PHOTO CELL         0-10V DIMMING

RP-B-WPT  
(TRADITIONAL)
60W	 REPLACES 175W 
80W REPLACES 250W 
120W REPLACES 400W 
3000/4000/5000/5700K

RP-B-WPC  
(CUT-OFF)
40W	 REPLACES 175W 
60W REPLACES 250W 
80W REPLACES 320W 
3000/4000/5000K

RP-B-WPA  
(ADJUSTABLE)
15W	/20W/25W  
REPLACES 175W 
3000/4000/5000K

RP-B-WPM  
(MINI)
15W	/20W/25W  
REPLACES 100W 
3000/4000/5000K

SWITCH BETWEEN WATTAGES



SOLAR

              EASY INSTALL        IP65 RATED        LONG LASTING BATTERY         REPLACEABLE BATTERY         MOTION SENSOR

HYBRID 365 —  
can be used on  
or off the grid

20W	� SL-SWL-HYB 
COMPARES TO 175W

		  3000/4000/5000K

available 
SUMMER 
2022



LIGHT EFFICIENT DESIGN
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