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FEATURING FLEXCOLOR NOW IN OMNI-DIRECTIONAL, HIGH OUTPUT. 
Perfect for PL applications, and provides a long-lasting LED alternative for 
areas in offices, hotels, lobbies, schools, etc.

* COMPATIBLE W/ BASE G24D, G24Q, GX24D, GX24Q

PART # VOLTAGE REPLACES WATTAGE LUMENS CCT MOUNTING BASE

LED-7350-FC-G1
120-277V

32W / 2-PIN CFL 15W 2000-2200 FLEXCOLOR
3000K/3500K/4000K/5000K GX24d*

LED-7351-FC-G1 42W / 2-PIN CFL 17W 2300-2500

•	 Replaces up to 42W 2-Pin CFL

• 	�Easily toggle between CCTs via a switch on the lamp

• �	�Up to 2500 lumen output

•	� Suitable for damp environments

7350 7351

FLEXCOLORFLEXCOLOR
SWITCH BETWEEN CCTs

RECOMMENDED MOUNTING ORIENTATION       BASE UP     BASE DOWN     HORIZONTAL

80+

CRIOPEN FIXTURES

L70

50,000hrs
RATED LIFEBASE TYPE OPERATING TEMP

-4°F  TO 113°F

OMNI-DIRECTIONAL, 
HIGH OUTPUT

BALLAST
BYPASS BEAM ANGLE

GX24d
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