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Light Efficient Design

scrun [ ‘RECESSED CAN

-> Available in 30W and 50W models replac-
ing up to 175W HID.

-> Available in E26 Edison & E39
Mogul bases.

> Active cooling and dynamic
temperature control.

> Up to 4886 lumens.
-> Insect and dust resistant housing.

-> Expertly engineered to work efficiently in en-
closed fixtured & damp environments.
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RRA ALSO WORKS MEDIUM + ACTIVE ENCLOSED 50,000hrs
ON 208V & 240V MOGUL BASE COOLING CRI FIXTURES RATED LIFE
PART # UPC REPLACES WATTAGE LUMENS COLOR* BASE
LED-8055E57 844006081171 100W HID 30w 2885 5700K E26
LED-8055M57 844006081874 100W HID 30w 2885 5700K EX39
LED-8045M50 844006080457 175W HID 50w 4886 5000K EX39
* additional color temperatures shown on page 2
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PART # _ REPLACES WATTAGE LUMENS COLOR (K) m

LED-8055E27 844006081157 100W HID 2537 2700K

LED-8055E42 844006081164 100W HID 30w 2841 4200K E29
LED-8055E57 844006081171 100W HID 30w 2885 5700K E26
LED-8055M27 844006081850 100W HID 30w 2537 2700K EX39
LED-8055M42 844006081867 100W HID 30w 2841 4200K EX39
LED-8055M57 844006081874 100W HID 30w 2885 5700K EX39
LED-8045M27 844006080099 175W HID 50w 3506 2700K EX39
LED-8045M30 844006037253 175W HID 50w 3506 3000K EX39
LED-8045M42 844006080464 175W HID 50w 4341 4200K EX39
LED-8045M50 844006080457 175W HID 50w 4886 5000K EX39

I%] 347 VOLT OPTIONS FOR CANADA [%]

LED-8055E27C 844006081225 100W HID 2537 2700K

LED-8055E42C 844006081232 100W HID 30w 2841 4200K E29
LED-8055E57C 844006081249 100W HID 30w 2885 5700K E26
LED-8055M27C 844006082123 100W HID 30w 2537 2700K EX39
LED-8055M42C 844006082130 100W HID 30w 2841 4200K EX39
LED-8055M57C 844006082147 100W HID 30w 2885 5700K EX39
LED-8045M27C 844006081072 175W HID 50w 3506 2700K EX39
LED-8045M42C 844006081089 175W HID 50w 4341 4200K EX39
LED-8045M50C 844006081096 175W HID 50w 4886 5000K EX39
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