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PART # UPC WATTAGE DIMENSIONS WEIGHT

LED-EMG-05WCP 844006056704 5W 9.5" X 1.3" W 1.5" 1.00 LB

LED-EMG-10WCP 844006056711 10W 12.75" X 1.6" X 1.5" 1.50 LB

COMPATIBLE PRODUCTS - T5/T8
PART # EMG WATTAGE

LED-9T8-8XXDE24-G3 5W/10W

LED-12T8-8XXDE36-G3 5W/10W

LED-12T8-8XXDE48-G3 5W/10W

LED-15T8-8XXDE48-G3 5W/10W

LED-25T5HO-8XXDE48-G3 5W/10W

LED-18T8-XXSE48-G3 5W/10W

LED-10T8-FCAB24-G4 5W/10W

LED-11T8-FCAB36-G4 5W/10W

LED-12T8-FCAB48-G4 5W/10W

LED-15T8-FCAB48-G4 5W/10W

COMPATIBLE PRODUCTS - PL
PART # EMG WATTAGE

LED-7320-XXK-G3 5W/10W

LED-7324-XXK-G3 5W/10W

LED-7340-XXK-G2 5W/10W

LED-7320-FC1-G4 5W/10W

LED-7320-FC2-G4 5W/10W

LED-7316-FC-G2 5W

LED-7318-FC-G2 5W/10W

LED-7328-FC-G2 5W/10W

•  ��Compatible w/ single and double ended T8s as well  
as select PL lamps 

•  Includes test button

•  Provides 90 minutes of lighting

•  24 hour recharge time

•  Designed to fit in driver chanel or fixture

•  Type B compatible

•  Note: Do not use w/ products not listed on 		
	 compatibility chart

OPTIONAL EMG 
BATTERY BACKUP OPERATING TEMP

-32°F  TO 122°F


