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CABLES + CONNECTORS

PART # DESCRIPTION

6IN 12IN 24IN 48IN LINKING CABLES 
 

  
UP TO 

48"
RP-LBI65-LC-6IN-DIM  RP-LBI65-LC-12IN-DIM RP-LBI65-LC-24IN-DIM RP-LBI65-LC-48IN-DIM

LBI 65 ACCESSORIES

• Linking cables will lower connectable quantities.
• The linking numbers are based on using the LBI 65 conduit adapter and connected end to end.
• If incoming power cables are used when powered on 120VAC, linking number is reduced to 24pcs.

• Linking does not include 0-10V linked control. This will depend on the controlling device.

LINKING POSSIBILITIESLINKING QUANTITY
120V 208V 240V 277V

    4FT 30 BARS 40 BARS 40 BARS 40 BARS

    3FT 40 BARS 40 BARS 40 BARS 40 BARS

    2FT 40 BARS 40 BARS 40 BARS 40 BARS

PART # DESCRIPTION

RP-LBI65-IP-3FT 3 FT INCOMING POWER CABLE WIRE WHIP

RP-LBI-SSC-DIM-10P
RP-LBI-SSC-NODIM-10P

SEAMLESS CONNECTOR 
AVAILABLE FOR DIMMIMG (INCLUDES CCT) AND  
NON-DIMMING (DOES NOT INCLUDE CCT) APPLICATIONS DIM NODIM

RP-LBI65-IPC-12NPT-3FT

INCOMING POWER CONDUIT ADAPTER
USED W/ CONDUIT TO HARDWIRE THE INCOMING POWER 
CABLE INTO FIXTURE OR JUNCTION BOX
(3 FT OF WIRE INPUT INCLUDED)

RP-LBI65-SPND-SS-10FT 
(1 PACK)
RP-LBI65-SPND-SS-10FT-2P
(2 PACK)

STAINLESS STEEL, WATERPROOF AIRCRAFT SUSPENSION CABLE

RP-LBI65-EMG-40W

RP-LBI65-EMG-40W  
THE STREAMER STB27FC(A)-40WL LED EMERGENCY DRIVER IS UL LISTED FOR WET 
LOCATIONS. IT ALLOWS THE SAME LED LUMINAIRE TO BE USED FOR NORMAL AND 
EMERGENCY OPERATION, AND WORKS IN CONJUNCTION WITH AN AC LED DRIVER 
THAT CONVERTS NEW OR EXISTING LED FIXTURES INTO EMERGENCY LIGHTING. IT 
INCLUDES A WATERPROOF AND INDEPENDENT BATTERY PACK THAT CAN BE EASILY 
REPLACED BY HAND, AND FEATURES A STATUS SCREEN TO SHOW CHARGING, 
DISCHARGING, AND FAILURE.
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EMG OPTIONS

PRODUCT DESCRIPTION 
The Streamer STB27FC(A)-40WL LED emergency driver 
is UL Listed for wet locations. It allows the same LED 
luminaire to be used for normal and emergency operation, 
and works in conjunction with an AC LED driver that 
converts new or existing LED fixtures into emergency 
lighting. It includes a waterproof and independent battery 
pack that can be easily replaced by hand, and features a 
status screen to show charging, discharging, and failure.

OPERATION
When AC power fails, the STREAMER emergency LED 
driver immediately switches to the emergency mode, 
operating the LEDs at full lumen output for a minimum of 
90 minute (max 40W dimmed load). When AC power is 
restored, the emergency driver automatically returns to the 
charging mode. 

FEATURES
• UL Listed for wet locations, IP65 Waterproof
• Manual test and remote control test (remote included)
• Over-discharging protection
• �Rest mode
• �90 minutes emergency time
• �Initial functional self-test
• �Includes 6 1/2 NPT threaded openings

STREAMER STB27FC(A)-40WL
UL LISTED LED EMERGENCY DRIVER
0-10V Dimming

RP-LBI65-EMG-40W
(STB27FC-40WL-LFPB4S2P-AC) 

OUTPUT POWER 
40 Watts (Max Load)
OUTPUT VOLTAGE 
120V AC
INPUT CURRENT 
150 mA (Max)
INPUT POWER 
8.5 Watts (Max)
INPUT VOLATAGE 
120-277VAC, 50-60Hz

EMERGENCY OPERATION 
>90 Minutes
OPERATING TEMP 
0° to 60°C
BATTERY 
Lithium
RECHARGE 
36 HRS
DIMENSIONS 
L 14.37" X W 5.79" X H 2.83"

DIMENSIONS

MRF MODEL # L W H

STB27FC-40WL-LFPB4S2P-AC 14.37'' 5.79'' 2.83''

RP-LBI65-EMG-40W

TYPICAL WIRING DIAGRAM                                    

SIZE UNCONTROLLED STANDARD/NLC SENSOR

    2 FT 16 PIECES 14 PIECES

    3 FT 11 PIECES 10 PIECES

    4 FT 8 PIECES 7 PIECES

CONNECTION QUANTITY


